ANNEX 2

St Clements, Headington Road and London Road Study

Outlined below are the main measures proposed to be developed for each section along the corridor as outlined in Approach 1 at the consultation. For clarity they are labelled the same as the plans outlined at the consultation stage (Plan A was for the whole route). Plans are available in the Member’s Resource Centre.

B: St Clements



Improvements to bus stops, including new bus laybys

A 20 mph speed limit between the Plain and Morrell Avenue

Widening of some pavements

Narrowing the carriageway where pedestrians are able to cross

Improvements to streetscape



C: Oxford Brookes to Headley Way



Outbound bus lane between Gipsy Lane and Headley Way

Improvements to bus stops, including new bus laybys

New pedestrian crossing outside Headington School, and relocated crossing outside Brookes

Variable message signs indicating a ‘school safety zone’ between Gipsy Lane and Sandfield Road (in section C)

Designated cycle route using service road located adjacent to the southern side of the road



D: Headley Way to Lime Walk



Outbound bus lane between Headley Way and Lime Walk

Improvements to bus stops

Variable message signs indicating a ‘school safety zone’ between Gipsy Lane (in section B) and Sandfield Road



E: Headington shopping area: Lime Walk to St Andrews School 

(between Stile Road and Wharton Road) 



A bus pre-signal arrangement, giving priority to buses through this section

Improvement to bus stops

A 20 mph speed limit between Lime Walk and St Andrews School

Widening of pavements in the central shopping area

Narrowing the carriageway where pedestrians are able to cross

Improvements/ changes to loading/ parking facilities

Improvements to streetscape

Potential removal of pedestrian subway



F: St Andrews School (between Stile Road and Wharton Road) and Headington/ Green Road Roundabout



Outbound bus lane between Wharton Road and Lyndworth Close, requiring removal of the on-pavement cycle lane

Widening the existing inbound bus lane to a consistent 3 metres width

Improvement to bus stops
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