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ANNEX 2
Availability of Appliances by Station (2006/7)

	Station
	Number of retained pumps on station
	Off the run hours
	Maximum poss.
	Failure to mobilise
	Availability by pump
	Availability by station 

	Rewley Road
	1
	104.75
	8760
	0
	98.8%
	100%

	Abingdon
	1
	55.25
	8760
	0
	99.37%
	100%

	Faringdon
	2
	2747
	8760
	5
	68.61%
	99.95%

	Faringdon
	2
	5
	8760
	0
	99.95%
	99.95%

	Wantage
	1
	0
	8760
	0
	100%
	100%

	Goring
	1
	841.75
	8760
	0
	90.39%
	90.39%

	Henley
	1
	173.5
	8760
	2
	98.02%
	98.02%

	Thame
	2
	303.5
	8760
	0
	96.54
	100%

	Thame
	2
	0
	8760
	0
	100%
	100%

	Wheatley
	1
	0
	8760
	1
	100%
	100%

	Watlington
	1
	0
	8760
	0
	100%
	100%

	Slade
	1
	103
	8760
	5
	98.82%
	100%

	Wallingford
	1
	1110.5
	8760
	4
	87.32%
	87.32%

	Didcot
	2
	30
	8760
	4
	99.66%
	100%

	Banbury
	1
	150.5
	8760
	1
	98.28%
	100%

	Hook Norton
	1
	0
	8760
	0
	100%
	100%

	Chipping Norton
	2
	908.25
	8760
	0
	89.63%
	100%

	Chipping Norton
	2
	0
	8760
	0
	100%
	100%

	Charlbury
	1
	0
	8760
	0
	100%
	100%

	Woodstock
	1
	424
	8760
	5
	95.12%
	95.12%

	Killington
	1
	2434.5
	8760
	3
	72.21%
	100%

	Bicester
	2
	173.25
	8760
	2
	98.02%
	100%

	Bicester
	2
	0
	8760
	0
	100%
	100%

	Deddington
	1
	584.75
	8760
	1
	93.32%
	93.32%

	Eynsham
	1
	5.5
	8760
	0
	99.94%
	99.94%

	Witney
	2
	0
	8760
	0
	100%
	100%

	Witney
	2
	0
	8760
	0
	100%
	100%

	Burford
	1
	293
	8760
	0
	96.66%
	99.66%

	Bampton
	1
	1245.5
	8760
	0
	85.78%
	85.78%

	
	
	Total Off
	Total Poss hours.
	Failures
	By pump
	By station

	
	
	11693
	254040
	33
	95.39%
	98.25%


(Source Tony Whiting)
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